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In this study, the optimum blend rate and injection pressure in a four-stroke, single
cylinder, direct injection diesel engine using soybean methyl ester were investi-
gated experimentally. The tests were conducted at two stages. Firstly, the engine
was tested with diesel fuel, B25 (25% biodiesel + 75% diesel fuel), B50, B75, and
B100 fuels at full load and at a constant speed. According to the test results, it was
determined that the most suitable fuel was B25 in terms of performance and emis-
sion. Secondly, the engine was tested at different loads with diesel fuel at original
injectionpressureandwithB25atdifferentinjectionpressures(160,180,200,220,
and240bar)forcomparison. ItwasdeterminedfromtestsperformedwithB25that
themostsuitableinjectionpressureintermsofperformanceandemissionswas220
bar. The specific fuel consumption and power values of the B25 were found to be
nearly the same as those of diesel fuel at 220 bar injection pressure. In addition,
HC, CO, and smoke emissions were reduced by about 33%, 9%, and 20%, respec-
tively. On the other hand, NOxemission increased by about 12%.
Key words: soybean methyl ester, performance, emissions, biodiesel,
injection pressure
Introduction
The studies have been increasingly directed towards renewable fuels due to increased
energy needs and limitedfossil fuel reserves. Especially the developing countries have aimedto
reduce the petroleum dependence by producing the alternative fuels. Besides, the use of the pe-
troleum based fuels increases the air pollution. The motor vehicles have important roles in the
smoke, NOx, CO, and HC emissions.
The alternative fuels such as biodiesel, ethanol, methanol, and hydrogen have been
usedtoreducefossilfuelconsumptionandenvironmentalpollution inthedieselengines.Oneof
morepromisingapproachesisbiodieselbecauseitispracticalandsuitableforagricultural coun-
tries [1]. Vegetable oils have attracted attention as a potential renewable source for the produc-
tion of an alternative fuel for petroleum based diesel fuel. Biodiesel is produced from the
transesterification of vegetable oils or animal fats and is defined chemically as simple
monoalkyl esters (typically methyl or ethyl) of long chain fatty acids. The advantages of
biodiesel over conventional petroleum diesel fuels include superior lubricity, derivation from
renewable sources, essentially no sulphur content, superior flash point and biodegradability, as
well as a reduction regulated exhaust emissions. Biodiesel can be used directly as fuel for a die-
selengine without having to modifythe engine system.The cetane number,energy content, vis-
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* Corresponding author; e-email: mbcelik@gmail.comcosity, and phase changes of the biodiesels are also similar to those of petroleum-based diesel
fuel. Moreover, the engines fuelled by biodiesel emit significantly less amount of smoke, HC,
and CO than those running on conventional diesel fuel..NOx emissions, however, are slightly
higher for the biodiesel operation [2-6].
DuetothefactthatTurkeyisanagricultural country,theuseofbiodiesel asalternative
fuel has been becoming widespread in diesel engines. The soybean which is one of the vegeta-
bles has high potential ofthe production in Turkey, and it has been used in the biodiesel produc-
tion [7].
Several studies have been conducted on the usage of soybean methyl ester (SME) as
fuel in the diesel engines. Ali et al. [8] investigated the testing of alternative diesel fuel from
tallow and soybean oil in Cummins N14-410 diesel engine. Engine performance, exhaust
emissions and smokeofthe each fuel blendwere monitored and compared withthoseofdie-
sel fuel. Engine performance was found satisfactory without significant drops in power and
torque. There was a slight increase in specific fuel consumption (SFC). Most engine exhaust
emissions were not affected. Valente et al. [9] investigated the effect of soybean biodiesel on
fuel consumption and emissions in a diesel power generator. The engine was kept with its origi-
nal settings for diesel operation. The fuel blends were prepared by adding 5%, 20%, 35%, 50%,
and 85% soybean biodiesel to diesel. The results showed increased fuel consumption with
higher biodiesel concentration in the fuel. With using fuel blends containing 35% of soybean
biodiesel, CO emission was increased by nearly 40% and over 80% at low and moderate loads,
respectively. The results obtained suggest that fuel injection system optimization is required in
order to improve SFC and exhaust emissions if biodiesel is used as fuel. Celikten et al. [10] in-
vestigated the comparison of performance and emissions of diesel fuel, rapeseed, and soybean
oil methyl esters injected at different pressures. The tests were carried out with a four-cylinder
diesel engine for three different injection pressures of 250, 300, and 350 bar with each of these
fuels.Asaresult,theperformanceandemissionvaluesofSMEwerefoundtobenearlythesame
as those of diesel fuels when injection pressure was increased to 300 bar. Soybean biodiesel
had the lower engine torque and power for all injection pressures when compared with normal
diesel fuel. Among the test fuels, soybean biodiesel has the high SFC. Smoke level and CO
emission are less than the other test fuels but NOx is relatively higher. Qi et al. [11] investigated
the combustion and performance evaluation of a diesel engine fuelled with biodiesel produced
fromsoybean crude-oil. The results showed that the power output of biodiesel was almost iden-
tical with that of diesel. The SFC was higher for biodiesel due to its lower heating value.
Biodiesel provided significant reduction in CO, HC, NOx ,and smoke at full engine load.
Canakci [12] investigated the combustion characteristics of a turbocharged direct injection (DI)
compression ignition engine fuelled with petroleum diesel fuels and biodiesel. The tests were
performed at steady-state conditions in a four-cylinder DI diesel engine at full load at 1400 rpm
engine speed. The experimental results when compared with No. 2 diesel fuel showed that
biodiesel from soybean oil provided significantly reductions in smoke, CO, and unburned HC.
However,NOxincreasedby11.2%.Biodieselhada13.8%increaseinSFCduetoitslowerheat-
ing value. Qi et al. [13] investigated the combustion characteristics and performance of a direct
injection engine fuelled with biodiesel/diesel blends. From the results, a minor increase in SFC
andadecreaseinthermalefficiencywereobservedwithbiodieselanditsblendswhencompared
with diesel fuel. The significant improvement in reduction of CO and smoke were found for
biodiesel and its blends at high engine loads. Hydrocarbon had no evident variation for all the
fuels tested. NOx emissions were slightly higher for biodiesel and its blends. Sayin and Gumus
[14] investigated the impact of compression ratio and injection parameters on the performance
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that SFC and NOx emissions increased while brake thermal efficiency, smoke opacity, CO, and
HC decreased with the increase in the amount of biodiesel in the fuel blend. For all tested fuels,
anincreaseininjection pressureleaded todecreaseinthesmokeopacity,CO,andHCemissions
whileNOxemissionsincrease. Gokalp etal.[3]investigated theperformanceandemissionsofa
diesel tractor engine fuelled with marine diesel, SME, and their blends. The blends were pre-
pared by adding 5%, 20%, and 50% soybean biodiesel to diesel fuel. The results indicated that
the use of biodiesel produced lower smoke opacity (up to 74%), but higher SFC (up to 12%)
compared to marine fuel. The measured CO emissions of B5 and B100 fuels were found to be
3%and52%lowerthanthoseofthemarinefuel,respectively.Pereiraetal.[15]investigated the
exhaust emissions and electric energy generation in a stationary engine using blends of diesel
and soybean biodiesel. The results show that for all the mixtures tested, the electric energy gen-
eration was assured without problems. It was also observed that the emissions of CO, HC, and
SO2 decreased in the case of diesel-soybean biodiesel blends. Schumacher et al. [16] investi-
gated the exhaust emissionofthe heavy-duty engine using soybean biodiesel/diesel fuel blends.
A model 6V92TA Detroit Diesel Corporation diesel engine was fuelled with blends of 10, 20,
30, and 40% biodiesel/diesel fuel. The usage of the biodiesel/diesel fuel blends reduced partic-
ulate matter, HC, and CO, while NOx increased . The optimum blend of biodiesel and diesel
fuel was a 20/80 biodiesel/diesel fuel blend. Candeia et al. [17] investigated the influence of
soybean biodiesel content on basic properties of biodiesel-diesel blends. The biodiesel enrich-
mentcausedanincreaseinviscosity,besidesreducingthevolatilityoftheblends.Therefore,the
usage of high biodiesel levels in diesel engines has to be more carefully studied, in order to as-
sure a proper engine operation .
The viscosity of the biodiesel is higher than that of diesel fuel. High viscosity of
biodiesel affects atomization by increasing the mean droplet size which increases the spray tip
penetration. As a result, the mixture formation and combustion worsen when biodiesel is used
instead ofdieselfuel.Thisproblemcanberesolvedbyblending dieselwithbiodiesel whichwill
reduce the viscosity. The other way to improve atomization is to inject biodiesel at higher pres-
sures which increase the atomization process by increasing dispersion of biodiesel spray [18,
19].
When the above literature review is exam-
ined, it is seen that there are few studies on us-
ageofthe SMEatdifferent injection pressurein
diesel engine. Thefirstaimofthis studyistoin-
vestigate the suitable soybean biodiesel-diesel
fuel blend rate in terms of performance and
emissions. The second aim is to determine the
optimuminjection pressure which compensates
the negative effect of the high viscosity of the
biodiesel on atomization and mixture forma-
tion.
Experimental study
The experimental se-tup, shown in fig. 1,
consists ofatestengine, dynamometer,fueland
air flow meters, exhaust gas analysis system,
and various measuring equipments.
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Figure 1. Test set-up
1–engine,2–dynamometer,3–fuelflowmeter,4–
fuel flowmeter, 5 – temperature indicators, 6 –
exhausts gas analyzer, 7 – load and speed
indicators, 8 – dynamometer control unitA KatanaKM170Fdiesel engine wasusedinthisstudy. Specifications oftheengine
are presented in tab. 1.
CO, CO2,H C ,N O x, and smoke opacity emissions were measured with a MRU
DELTA 1600 L exhaust gas analyzer with an accuracy of ±%0.01, ±%0.01, ±1 ppm, ±1 ppm,
and ±%0.02, respectively.
Biodiesel is a fuel composed
by mono-alkyl-esters of long-
-chain fatty acids that can be pro-
duced from vegetable oils or ani-
mal fat. Biodiesel can be obtained
from different processes, being
transesterification the most com-
monly used at present. The
transesterification process is
based on the chemical reaction of
a triglyceride with an alcohol in
the presence of a catalyst, produc-
ing biodiesel and glycerine. The catalyst can be acid or alkaline, and the alcohol is preferably
methanol or ethanol [13]. SME used in this study was supplied from a local producer. The
biodiesel fuel was produced from the transesterification of soybean crude-oil with methanol
(CH3OH) catalyzed by potassium hydroxide (KOH). SME is primarily composed of five fatty
acids; palmitic acid (~13%), stearic acid (~5%), oleic acid (~20%), linoleic acid (~54%), and
linolenic acid(~8%). Thefattyacidcompositionofthebiodiesel affectsthefuelproperties.The
properties of test fuels (diesel fuel and SME) are shown in tab. 2. Pour point of SME is not very
low. If SME is to be used during winter period, the cold flow improver additive should be used
to reduce pour point of SME.
The tests were performed at two stages. At first stage, in order to determine the suit-
able diesel-biodiesel blend rate in terms of performance and emissions, the test engine was run
at maximumtorque engine speed (2600 rpm)and full load; with B0 (diesel), B25 (75% diesel +
25% biodiesel), B50, B75, and B100 (biodiesel) fuels. All the data for engine torque, engine
power, specific fuel consumption, exhaust gas temperature, smoke opacity, HC, CO, CO2, and
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Table 1. Specifications of the test engine
General Single cylinder, naturally aspirated and
four stroke
Diameter  Stroke [mm] 70  55
Compression ratio 18/1
Rated power [kW] 3.5 at 3600 rpm
Injection type Direct injection
Fuel system Pump-nozzle (mechanical controlled)
Injector opening pressure [bar] 200
Injection timing (CA bTDC) 23o
Number of injector nozzle holes 4
Injector nozzle hole diameter [mm] 0.1
Table 2. Properties of diesel fuel and SME
Property Diesel SME
Density [kgm–3] 835 882
Kinematic viscosity at 40 °C [mm2s–1] 2.6 4.78
Lower heating value [kJkg–1] 42640 37388
Cetane number 47 50
Pour point [oC] –15 –3.9
Flash point [oC] 58 170NOxemissionswascollected. According toresultsofexperimentcarriedoutatfirststage, itwas
determined that the most suitable fuel was B25 in terms of performance and NOx emission. At
second stage, the tests were performed at a constant speed (2600 rpm), in the ranges of 25%,
50%, 75%, and 100% engine loads at different injection pressures (160, 180, 200, 220, and 240
bar)todetermineoptimuminjection pressurefortheB25fuel.Theoriginal injection pressureof
the engine is 200 bar. Prior to the tests, the engine was warmed up. At all the tests, all values
wererecorded afterallowing sufficient timeforthe engine tostabilize. Theengine testswerere-
peatedforeachinjection pressuresandtestfuels,andperformedundersameconditions forcom-
parison.
Experimental results and discussion
At first stage, in order to determine the suitable diesel-biodiesel blend rate in terms of
performance and emissions, the test engine was run at a constant speed (2600 rpm) and full
load; with B0, B25, B50, B75 and B100 fuels.
The effect of various fuels on engine
performance and exhaust emissions
Figure 2 shows the effect of various fuels on
powerandspecificfuelconsumption.Ascanbe
seen from fig. 2, the power decreases as
biodiesel content intheblend increases. Owing
to the fact that the heating value of biodiesel is
lower than that of diesel fuel, the power de-
creases. The values of power obtained are
about 3.27 kW, 3.17 kW, 3.12 kW, 3.07 kW
and 3.04 kW with B0, B25, B50, B75, and
B100 fuels, respectively. The power obtained
with B100 is about 7-8% lower than that with
B0. At same conditions, a decrease of 3% in power is seen with B25 fuel when compared with
B0. When fig.2 is examined, it is seen that SFC increases as the biodiesel content in the blend
raises. The values of the SFC are about 343.82 g/kWh, 363.40 g/kWh, 377.79 g/kWh, 385.60
g/kWh and 396.74 g/kWh with B0, B25, B50, B75, and B100 fuels, respectively. SFC values
obtained with B100 and B25 are about 15% and 5% higher than those with B0, respectively.
Owing to the fact that the heating value of biodiesel is lower than that of diesel fuel, the SFC in-
creases as the biodiesel content in blend in-
creases. Similar trends related to power and
SFC were reported in [8, 10]. As a result, SFC
and power values of B25 were close to those of
B0. For B50, B75, and B100, as biodiesel con-
tent in blend raises, SFC increases and power
decreases.
The effect of various fuels on HC and CO
emissions is given in fig. 3. When fig. 3 is ex-
amined,itisseenthatHCandCOemissionsde-
crease as the biodiesel content in blend rises.
The values of HC and CO emissions are mini-
mum with B100. Since oxygen is present in
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Figure 2. The effect of various fuels on power
and specific fuel consumption
Figure 3. The effect of various fuels on HC and
CO emissionsbiodiesel and higher H/C ratio of biodiesel than
diesel fuel, the combustion becomes better and
so the HC and CO emissions decrease. Same
observations related to HC and CO were found
in [12, 14, 15].
Figure 4showstheeffectofvariousfuelson
NOx and smoke emissions. As biodiesel rate in
blend rises, smoke emission decreases and NOx
increases. NOx rises at high cylinder tempera-
ture and light lean fuel-air mixtures. Since the
biodiesel has oxygen, the combustion becomes
better and so the NOx emission increase while
smoke emissions decrease. Similarresults related to NOx and smoke emissions were reported in
[12-14, 16 ].
According to the results of the experiment carried out at first stage, it was determined
that the most suitable fuel was B25 in terms of performance and NOx. SFC and power values of
B25wereclosetothoseofB0.NOxemissionofB25waslowerthanthatofB50,B75,andB100.
CO, HC, and smoke emissions of B50, B75, and B100 were also low. But, the power decreased
and the SFC increased further with B50, B75, and B100 when compared with B0 fuel.
The effect of B0 and B25 fuels on performance
at different injection pressures
At second stage, the engine was tested at a constant speed (2600 rpm), at different
loads, with B25 at different injection pressures (160, 180, 200, 220, and 240 bar) and with B0 at
the original injection pressure. The original injection pressure of the engine is 200 bar.
Figure 5 shows the effect of injection pressure on power at different loads. While the
obtained maximum power is 3.27 kW with B0 at original injection pressure, it is 3.23 kW with
B25 at the same pressure.The obtained power values with B25 are 3.0 kW, 3.13 kW, 3.25 kW,
and3.20kWatinjection pressuresof160,180,220,and240bar,respectively. ForB25,suitable
injection pressure is220 barin termsofpower. There isonly 1% power loss with B25 at 220 bar
when comparedwith B0. Since density and viscosity ofthe biodiesel ishigher than those ofdie-
selfuel,withincreasing injection pressurefrom200barto220bar,atomizationoftheblendfuel
becomes better and combustion improves. Therefore, the power increases.
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Figure 4. The effect of various fuels on NOx and
smoke emissions
Figure 5. The effect of injection pressure on
power at different loads
Figure 6. The effect of injection pressure on
specific fuel consumption at different loadsThe effect of injection pressure on SFC at different loads is given in fig. 6. As seen
from fig. 6, as the injection pressure raises SFC decreases at all loads. The value of the SFC is
minimumat 220 bar at all the loads. The SFC starts again to increase at 240 bar. At full load the
values of SFC are about 418.66 g/kWh, 405.19 g/kWh 351.92 g/kWh, 347.55 g/kWh, and
368.51 g/kWh for 160 bar, 180 bar, 200 bar, 220 bar, and 240 bar, respectively. An increase of
only2%inSFCisseenatinjectionpressureof220barwithB25whencomparedtoB0forallthe
loads. Since the heating value of the biodiesel is lower than that of diesel fuel, SFC increases
when using biodiesel.
The effect of B0 and B25 fuels on exhaust emissions
at different pressures
Figure 7 shows the effect of injection pressure on HC emission at different loads. For
all the injection pressures and fuels HC
increases as engine load rises. As seen
from fig. 7, HC decreases with B25 as
the injection pressure increase. This
trend continues up to 220 bar. HC in-
creases again at 240 bar. When com-
pared to B0, a decrease of 33% is ob-
tained with B25 at 220 bar. Since
density and viscosity of the biodiesel is
higher than that of diesel, the decrease
ofinjection pressurecauseworseningof
atomization and mixture formation and
this, in turn, decreases the combustion
efficiency and increases HC. However,
further increasing in the injection pres-
sureincreasesalsothepenetration depth
of fuel and fuel strikes the combus-
tion chamber wall and this, in turn,
causes misfire and increases HC. Simi-
lar results related to effect of the injec-
tion pressure on HC were reported in
[14].
The effect of injection pressure on
CO emission at different loads is given
in fig. 8. When fig. 8 is examined, CO
increases as the load increases for either
fuel. As seen from fig. 8, CO decreases
as the injection pressure increase with
B25. This trend continues up to 220 bar.
CO increases again at 240 bar. At full
load,minimumCOis0.52%atinjection
pressure of 220 bar. When compared to B0, a decrease of 9% is obtained with B25 at 220 bar.
Since biodiesel has oxygen, the combustion becomes better and so the CO decreases. As seen
from fig. 8, the effect of variation of the injection pressure on CO is little at medium and low
loads.
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Figure 7. The effect of injection pressure on HC emission
at different loads
Figure 8. The effect of injection pressure on CO emission
at different loadsFigure 9 shows the effect of injec-
tion pressure on smoke emission at dif-
ferent loads. It is seen that the smoke
emission increases by increasing load
for all the pressures and fuels. Besides,
as the injection pressure increases,
smoke emission decreases with B25. At
full load, minimum smoke emission is
measured as 54.2% at pressure of 240
bar with B25. When compared to B0, a
decrease of20% isobtained withB25 at
220 bar. There are some reasons of de-
creasing smoke emission at the high in-
jection pressure. The first one is the
presence of oxygen in biodiesel. This
makes the combustion better and so the
smoke emissions decrease. The second
one is the high injection pressure that
makes the mixture formation and atom-
ization better and this, in turn, decreases
smoke emission. Similar observations
related to effect of the injection pres-
sure on smoke emission were reported
in [10, 14]. As seen from fig. 9, the in-
jection pressure varying does not ex-
tremely affect the smoke emission at
medium and low loads.
Figure 10 shows the effect of injec-
tion pressure on NOx emission at differ-
ent loads. As seen from fig. 10 the NOx
emission increases by increasing injec-
tion pressure at all the loads. Similar re-
sults related to the effect of the injection
pressure on NOx were reported in [14, 18]. As injection pressure rises, atomization of the blend
becomesbetterandthecombustionimprovesandthis,inturn,increasesthecombustiontemper-
ature. The high combustion temperature raises the NOx also. The minimumNOx emission at the
fullloadis452ppmwithB25at160bar.Anincreaseof12%isobservedinNOxwithB25at220
bar when compared to B0 fuel.
Conclusions
Inthis study, the effect ofthe blend rate and injection pressure on the performanceand
emissions of a diesel engine fuelled with biodiesel (SME)-diesel blend fuel was experimentally
investigated. Forthetests,afour-stroke, single cylinder, directinjection diesel engine wasused.
The tests were performed at two stages in order to determine the suitable biodiesel-diesel fuel
blendrateandtheoptimuminjection pressurewhichcompensatesthenegative effectofthehigh
viscosity of biodiesel on atomization and mixture formation.
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Figure 10. The effect of injection pressure on NOx
emission at different loads
Figure 9. The effect of injection pressure on smoke
emission at different loadsAt first stage, the engine was tested with diesel fuel, B25, B50, B75, and B100 fuels at
full load, constant speed and original injection pressure. According to the test results, it was de-
termined that the best suitable fuel was B25 in terms of performance and emission. SFC and
power values of B25 were close to those of B0. NOx emission of B25 was lower than that of
otherfuels(B50,B75,andB100).ItistruethattheCO,HC,andsmokeemissionswerelowwith
B50, B75, and B100 also. But, the power decreased and the SFC increased further with B50,
B75, and B100. At second stage, the engine was tested at different loads with diesel fuel at the
originalinjectionpressureandwithB25atdifferentinjectionpressures(160,180,200,220, and
240 bar) in order to determine the optimum injection pressure for B25 fuel. It was determined
from the tests that the most suitable injection pressure was 220 bar in terms of performance and
emissions. An increase of only 2% in specific fuel consumption without important power loss
(%1) was observed with B25 fuel at injection pressure of 220 bar when compared with diesel
fuel. In addition, HC, CO, and smoke emissions were reduced by about 33%, 9%, and 20%, re-
spectively. On the other hand, NOx emission increased by about 12%.
As can be seen from the experimental results, losses in power and SFC were observed
when the engine was running with B25, B50, B75, and B100 fuels without varying the engine
settings. Still, it was seen that CO, HC, and smoke emission were reduced. The increase in
power and decrease in SFC were obtained by varying injection pressure according to biodiesel
fuel. Moreover, significant reductions in CO, HC, and smoke emissions were observed when
running with optimum injection pressure instead of the original injection pressure. The experi-
mental results showed that biodiesel or biodiesel-diesel blends could be used instead of diesel
fuel without important performance loss. In addition, by optimization of the injection pressure
according to the used fuel, performance, and emissions can be significantly improved.
The petroleum dependence of the agricultural countries could be reduced by produc-
ing and using biodiesel. Besides, the vehicle based air pollution can be decreased by using
biodiesel.
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